
Administrations & local authorities

Business

Housing complexes

Convenient
→  Installation does not impede the free-flow of traffic
→  Easily adapted to existing sites: very few specific 
modifications needed on the road surface

Functional
→  No ground rail: a perfectly clear passage
→  Manuel or automatic operation (low intensity usage up 
to 60 cycles per day)

Safe
→  Active or inactivate contact edges
→  Guarantees detection of lightweight vehicles

Energy saving
→  Energy efficient low-voltage LED area lighting and 
flashing light, safe installation

Overall features
→  Opening: from 3.00 m to 6.00 m
→  Height: from 1.50 m to 2.00 m
→  Finish: galvanised epoxy + polyester coating
→  Available in 2 colours: Green 6005 and White 9010

Options
→  Large selection of controlling device accessories

Extra services
→  Manuals and identification numbers included with 
each gate
→  Configuration software for civil engineering plans upon 
request
→  Commissioning and maintenance contract
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Nominal 
height 

1.50 m, 
1.80 m or 
2.00 m

Données techniques

Ref. Components
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Infill: Bars 25x25 mm (bar spacing 110 mm)

Single guide post
Single receiving post
Section 100x100 mm

Beam 120x120 mm

Frame 60x60 mm
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ESPACE motor-driven cantilevered gate

Complies with standard EN 13241-1, 
the ESPACE cantilevered gate is an economical solution 
available in manual or motor-driven models.

BIEN PROTÉGER, MIEUX ENTOURER

DIRICKX INDUSTRIES - 53800 CONGRIER - FRANCE
Tél. : 33 (0)2 43 09 38 38 - Fax : 33 (0)2 43 09 38 99
www.dirickx.fr

ESPACE manual cantilevered gate

Espace
CANTILEVERED GATE


